
174 

40 CFR Ch. I (7–1–04 Edition) § 63.741 

Reference Applies to 
subpart EE Comment 

63.9(h)(1)–(3) ............ Yes. 
63.9(h)(5)–(6) ............ Yes. 
63.9(i) ........................ Yes. 
63.9(j) ........................ Yes. 
63.10(a) ..................... Yes. 
63.10(b)(1) ................. Yes. 
63.10(b)(2) ................. Yes .............. Except information on startup and shutdown periods is not necessary because the 

standards apply during these time periods. 
63.10(b)(3) ................. Yes. 
63.10(c)(1) ................. Yes. 
63.10(c)(5)–(8) ........... Yes .............. Except information on startup and shutdown periods is not necessary because the 

standards apply during these times. 
63.10(c)(10)–(15) ....... Yes .............. Except information on startup and shutdown periods is not necessary because the 

standards apply during these times. 
63.10(d)(1)–(2) .......... Yes. 
63.10(d)(3) ................. Yes .............. This requirement applies only for the visible emissions test required under 

§ 63.705(g)(2). The results of visible emissions tests under § 63.704(e) shall be re-
ported as required in § 63.10(e)(3). 

63.10(d)(4) ................. Yes. 
63.10(d)(5) ................. Yes .............. Except information on startup and shutdown periods is not necessary because the 

standards apply during these times. 
63.(10)(e)(1) .............. Yes. 
63.10(e)(2)(i) .............. Yes. 
63.10(e)(2)(ii) ............. No. 
63.10(e)(3)(i)–(v) ....... Yes. 
63.10(e)(3)(vi)–(viii) ... Yes .............. Except emissions/CMS performance during startup and shutdown do not need to be 

specified because the standards apply during startup and shutdown. 
63.10(e)(4) ................. No. 
63.10(f) ...................... Yes. 
63.11–63.15 ............... Yes. 

Subpart FF [Reserved] 

Subpart GG—National Emission 
Standards for Aerospace 
Manufacturing and Rework 
Facilities 

SOURCE: 60 FR 45956, Sept. 1, 1996, unless 
otherwise noted. 

§ 63.741 Applicability and designation 
of affected sources. 

(a) This subpart applies to facilities 
that are engaged, either in part or in 
whole, in the manufacture or rework of 
commercial, civil, or military aero-
space vehicles or components and that 
are major sources as defined in § 63.2. 

(b) The owner or operator of an af-
fected source shall comply with the re-
quirements of this subpart and of sub-
part A of this part, except as specified 
in § 63.743(a) and Table 1 of this sub-
part. 

(c) Affected sources. The affected 
sources to which the provisions of this 
subpart apply are specified in para-
graphs (c)(1) through (7) of this section. 
The activities subject to this subpart 
are limited to the manufacture or re-

work of aerospace vehicles or compo-
nents as defined in this subpart. Where 
a dispute arises relating to the applica-
bility of this subpart to a specific ac-
tivity, the owner or operator shall 
demonstrate whether or not the activ-
ity is regulated under this subpart. 

(1) Each cleaning operation as fol-
lows: 

(i) All hand-wipe cleaning operations 
constitute an affected source. 

(ii) Each spray gun cleaning oper-
ation constitutes an affected source. 

(iii) All flush cleaning operations 
constitute an affected source. 

(2) For organic HAP or VOC emis-
sions, each primer application oper-
ation, which is the total of all primer 
applications at the facility. 

(3) For organic HAP or VOC emis-
sions, each topcoat application oper-
ation, which is the total of all topcoat 
applications at the facility. 

(4) For organic HAP or VOC emis-
sions, each depainting operation, which 
is the total of all depainting at the fa-
cility. 

(5) Each chemical milling maskant 
application operation, which is the 
total of all chemical milling maskant 
applications at the facility. 
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(6) Each waste storage and handling 
operation, which is the total of all 
waste handling and storage at the fa-
cility. 

(7) For inorganic HAP emissions, 
each spray booth or hangar that con-
tains a primer or topcoat application 
operation subject to § 63.745(g) or a 
depainting operation subject to 
§ 63.746(b)(4). 

(d) An owner or operator of an af-
fected source subject to this subpart 
shall obtain an operating permit from 
the permitting authority in the State 
in which the source is located. The 
owner or operator shall apply for and 
obtain such permit in accordance with 
the regulations contained in part 70 of 
this chapter and in applicable State 
regulations. 

(e) All wastes that are determined to 
be hazardous wastes under the Re-
source Conservation and Recovery Act 
of 1976 (PL 94–580) (RCRA) as imple-
mented by 40 CFR parts 260 and 261, 
and that are subject to RCRA require-
ments as implemented in 40 CFR parts 
262 through 268, are exempt from the 
requirements of this subpart. 

(f) This subpart does not contain con-
trol requirements for use of specialty 
coatings, adhesives, adhesive bonding 
primers, or sealants at aerospace facili-
ties. It also does not regulate research 
and development, quality control, and 
laboratory testing activities, chemical 
milling, metal finishing, 
electrodeposition (except for 
electrodeposition of paints), compos-
ites processing (except for cleaning and 
coating of composite parts or compo-
nents that become part of an aerospace 
vehicle or component as well as com-
posite tooling that comes in contact 
with such composite parts or compo-
nents prior to cure), electronic parts 
and assemblies (except for cleaning and 
topcoating of completed assemblies), 
manufacture of aircraft transparencies, 
and wastewater operations at aero-
space facilities. These requirements do 
not apply to the rework of aircraft or 
aircraft components if the holder of the 
Federal Aviation Administration 
(FAA) design approval, or the holder’s 
licensee, is not actively manufacturing 
the aircraft or aircraft components. 
These requirements also do not apply 
to parts and assemblies not critical to 

the vehicle’s structural integrity or 
flight performance. The requirements 
of this subpart also do not apply to 
primers, topcoats, chemical milling 
maskants, strippers, and cleaning sol-
vents containing HAP and VOC at con-
centrations less than 0.1 percent for 
carcinogens or 1.0 percent for non-
carcinogens, as determined from manu-
facturer’s representations. Additional 
specific exemptions from regulatory 
coverage are set forth in paragraphs 
(e), (g), (h), (i) and (j) of this section 
and §§ 63.742, 63.744(a)(1), (b), (e), 
63.745(a), (f)(3), (g)(4), 63.746(a), (b)(5), 
63.747(c)(3), and 63.749(d). 

(g) The requirements for primers, 
topcoats, and chemical milling 
maskants in § 63.745 and § 63.747 do not 
apply to the use of low-volume coat-
ings in these categories for which the 
annual total of each separate formula-
tion used at a facility does not exceed 
189 l (50 gal), and the combined annual 
total of all such primers, topcoats, and 
chemical milling maskants used at a 
facility does not exceed 757 l (200 gal). 
Primers and topcoats exempted under 
paragraph (f) of this section and under 
§ 63.745(f)(3) and (g)(4) are not included 
in the 50 and 200 gal limits. Chemical 
milling maskants exempted under 
§ 63.747(c)(3) are also not included in 
these limits. 

(h) Regulated activities associated 
with space vehicles designed to travel 
beyond the limit of the earth’s atmos-
phere, including but not limited to sat-
ellites, space stations, and the Space 
Shuttle System (including orbiter, ex-
ternal tanks, and solid rocket boost-
ers), are exempt from the requirements 
of this subpart, except for depainting 
operations found in § 63.746. 

(i) Any waterborne coating for which 
the manufacturer’s supplied data dem-
onstrate that organic HAP and VOC 
contents are less than or equal to the 
organic HAP and VOC content limits 
for its coating type, as specified in 
§§ 63.745(c) and 63.747(c), is exempt from 
the following requirements of this sub-
part: §§ 63.745 (d) and (e), 63.747(d) and 
(e), 63.749 (d) and (h), 63.750 (c) through 
(h) and (k) through (n), 63.752 (c) and 
(f), and 63.753 (c) and (e). A facility 
shall maintain the manufacturer’s sup-
plied data and annual purchase records 
for each exempt waterborne coating 
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readily available for inspection and re-
view and shall retain these data for 5 
years. 

(j) Regulated activities associated 
with the rework of antique aerospace 
vehicles or components are exempt 
from the requirements of this subpart. 

[60 FR 45956, Sept. 1, 1996, as amended at 63 
FR 15016, Mar. 27, 1998; 63 FR 46532, Sept. 1, 
1998] 

§ 63.742 Definitions. 
Terms used in this subpart are de-

fined in the Act, in subpart A of this 
part, or in this section as follows: 

Aerospace facility means any facility 
that produces, reworks, or repairs in 
any amount any commercial, civil, or 
military aerospace vehicle or compo-
nent. 

Aerospace vehicle or component means 
any fabricated part, processed part, as-
sembly of parts, or completed unit, 
with the exception of electronic com-
ponents, of any aircraft including but 
not limited to airplanes, helicopters, 
missiles, rockets, and space vehicles. 

Aircraft fluid systems means those sys-
tems that handle hydraulic fluids, fuel, 
cooling fluids, or oils. 

Aircraft transparency means the air-
craft windshield, canopy, passenger 
windows, lenses, and other components 
which are constructed of transparent 
materials. 

Antique aerospace vehicle or component 
means an aircraft or component there-
of that was built at least 30 years ago. 
An antique aerospace vehicle would not 
routinely be in commercial or military 
service in the capacity for which it was 
designed. 

Carbon adsorber means one vessel in a 
series of vessels in a carbon adsorption 
system that contains carbon and is 
used to remove gaseous pollutants 
from a gaseous emission source. 

Carbon Adsorber control efficiency 
means the total efficiency of the con-
trol system, determined by the product 
of the capture efficiency and the con-
trol device efficiency. 

Chemical milling maskant means a 
coating that is applied directly to alu-
minum components to protect surface 
areas when chemical milling the com-
ponent with a Type I or Type II 
etchant. Type I chemical milling 
maskants are used with a Type I 

etchant and Type II chemical milling 
maskants are used with a Type II 
etchant. This definition does not in-
clude bonding maskants, critical use 
and line sealer maskants, and seal coat 
maskants. Additionally, maskants that 
must be used with a combination of 
Type I or II etchants and any of the 
above types of maskants (i.e., bonding, 
critical use and line sealer, and seal 
coat) are also exempt from this sub-
part. (See also Type I and Type II 
etchant definitions.) 

Chemical milling maskant application 
operation means application of chem-
ical milling maskant for use with Type 
I or Type II chemical milling etchants. 

Cleaning operation means collectively 
spray gun, hand-wipe, and flush clean-
ing operations. 

Cleaning solvent means a liquid mate-
rial used for hand-wipe, spray gun, or 
flush cleaning. This definition does not 
include solutions that contain HAP 
and VOC below the de minimis levels 
specified in § 63.741(f). 

Closed-cycle depainting system means a 
dust-free, automated process that re-
moves permanent coating in small sec-
tions at a time and maintains a contin-
uous vacuum around the area(s) being 
depainted to capture emissions. 

Coating means a material that is ap-
plied to the surface of an aerospace ve-
hicle or component to form a decora-
tive, protective, or functional solid 
film, or the solid film itself. 

Coating operation means the use of a 
spray booth, tank, or other enclosure 
or any area, such as a hangar, for the 
application of a single type of coating 
(e.g., primer); the use of the same spray 
booth for the application of another 
type of coating (e.g., topcoat) con-
stitutes a separate coating operation 
for which compliance determinations 
are performed separately. 

Coating unit means a series of one or 
more coating applicators and any asso-
ciated drying area and/or oven wherein 
a coating is applied, dried, and/or 
cured. A coating unit ends at the point 
where the coating is dried or cured, or 
prior to any subsequent application of 
a different coating. It is not necessary 
to have an oven or flashoff area in 
order to be included in this definition. 

Confined space means a space that: (1) 
Is large enough and so configured that 
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